
 

------------------------------------------------------------------------------------------------               

Blk 171 Kallang Way #01-04 Kolam Ayer Industrial Park Singapore 349250 Tel: 6741 2998 Fax: 6741 7606 
http://www.fasten.com.sg 

Re: On-Site Tensile Pullout Test 

  
We refer to the above test that was conducted on 14th MAY 2015. 
 

Item   : Tecfi VS Handy Plug - Nylon Anchor (∅∅∅∅8x80) 
Project   : Duo Residences (Obayashi) 
Tested For : HOFFEN (JC Packer’s System Pte Ltd) 
Test Equipment : ENERPAC 1000 PSI Pressure Gauge (SN-F206-130429-01)  

 
The objective of the test was to observe the ultimate load.  

 

 

    

Minimum Ultimate Load 221.2 kg 

Maximum Ultimate Load 265.0 kg 

Mean Ultimate Load 232.4 kg 

   
 
Basic loading data: 
 

Tecfi VS Handy Plug - Nylon Anchor (∅∅∅∅8x80) 

Characteristics Tensile Load - NRk 145.8 kg 

Design Tensile Load  Safety Factor 1.8 included NRd 81.0 kg 

Recommended Safe Tensile Load Safety Factor 1.4 included Nrec 57.8 kg 

 
 

 
 
 
 
 
 
Yours Sincerely, 
 
  
   
 
Thein Htike   

 Engineer  
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S.No Designation Tensile Load  Hole Dia. Base Material  

  
Achieved (Kg) (mm)  

S1 ∅∅∅∅8 x 80 221.2 8.5 70mm JOE Panel 

S2 ∅∅∅∅8 x 80 265.0 8.5 70mm JOE Panel 

S3 ∅∅∅∅8 x 80 221.2 8.5 100mm JOE Panel 

S4 ∅∅∅∅8 x 80 221.2 8.5 100mm JOE Panel 
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